
Screener User’s Guide 

 

1)​Proper setup of the screener and wheelbarrows 

 
 
The wheelbarrow in “front” of the screener will catch the larger pieces 
which can be discarded in front of one of the wood chip bins. You will 
see the previous piles of large pieces. The other wheelbarrow should 
be positioned under the rotating drum as seen in the picture. You can 
adjust its position it when you see how the screenings are released. 
 

2)​Cleaning the ground around the screener 

 
 
The ground under and around the screener should be periodically 
cleaned of screenings and “overs” that are not captured by the 
wheelbarrow. You can put the cleanup back in the running screener to 
re-screen it. 



 
3)​Setting up the generator 

 
 
The generator lives in the “Sign shed” near the bulk storage bins. It 
can be placed on a level spot just in front of the shed and the orange 
extension cord can be used to run from the generator to the screener. 
The ECO Throttle should be in the “Off” position as seen above.  
 

4)​Fueling the generator and setting the vent on the fuel cap 

 
 
The generator uses regular gas. There is a fuel container in the Sign 
shed that says Generator use on the container. To check the fuel, 
remove the cap and gently rock the whole generator back and forth. If 
you can see gas sloshing around in the intake tube you should have 
plenty enough to run it for a work shift. If you can’t see it you can fill it 
until you can see the gas level in the visible portion of the filling tube 
inside. Secure the cap and make sure the vent setting is set to ON 
like in the picture. It is the “split” portion of the movable vent setting 



that should face ON. When finished with a day’s use, turn the setting 
to OFF. 
 

5)​Starting the Generator 

 
 
Turn the Engine SW to the ON position 
 

6)​Set the choke 

 
 
Move the gray lever in the direction of the arrow. Give a steady pull 
on the starter rope and the engine should start on one pull. As soon 
as it starts you can move the gray lever back to the running position 
as seen above. If you have to pull the rope more than 2 times you 
may be flooded. You should get help from someone knowledgeable 
with small engines. Once the generator is running you should let it 
warm up for 2 minutes before starting the screener. Once the 
generator is warmed up you probably won’t need to choke it if you 
turn it off and restart it. 
 
 
 
 



7)​Starting and running the screener 

 
 
The position of the switch in the picture above is the OFF position. To 
start the machine you just pull the switch out a short distance, that is 
the ON position, see picture below. You can leave the machine 
running for the screening process but turn it off when moving the 
wheelbarrows. Keep your hands and tools away from any 
moving parts! 

 
 

     8) Loading the screening bucket 

 
 
Always run the screener when you’re loading FM. When shoveling or 
forking FM into the screener bucket it is important to get the material 
all the way to the back of the bucket. As you can see, the screens 
are in the back 2/3 of the bucket and if you don’t get the material to 
the back small sizes will come out with the large pieces and you 
should notice that. Also, don’t shovel too much in at one time as it will 
be inefficient in allowing the small sized material to get to the screen. 



One person shoveling will usually not be able to put too much in at 
one time but if 2 people work together they can “overload” the 
capacity of the screener. When finished for the day, you can use the 
tarp to cover the electrical parts of the mixer where the switch is 
located. The rest of the machine is not going to be hurt by rain. 


